Decora Z-Wave Controls™
Split Duplex Receptacle

APPLICATION
The Leviton DZR15 is a Z-Wave enabled 15A tamper resistant receptacle designed for use for most residential lighting and motor applications. A large range of load types are supported including incandescent, halogen and magnetic low voltage, electronic low voltage, fluorescent, and motor loads up to ½ horse power. The DZR15 is fully compatible with certified Z-Wave enabled controllers, gateways, hubs, and security systems.

FEATURES AND BENEFITS
■ 15A Tamper Resistant Split Duplex Receptacle
  – Z-Wave compatible
  – Control Side
  – White, Light Almond and Ivory faces included
  – Compatible with Z-Wave Network Wide Inclusion, Beaming and Security
■ Local Sensing
  – Turn a controlled lamp on by manually turning the lamp off then on
■ Configurable LED
■ Scene capable
■ Transient surge suppression built-in
■ Not for use with vizia rf+ systems

SPECIFICATIONS
■ Controlled Outlet Rated:
  – 1800W Incandescent,
  – 1800VA Inductive,
  – 15A Resistive,
  – 1/2HP,
  – 120V ac, 60Hz
■ Operating Environment:
  – Temperature: 0 Deg C to 40 Deg C
  – Relative humidity: 20% to 90% (non-condensing)
Single Pole Wiring Application:

Neutral (Silver) Line (Black)

Green Ground

WARRANTY INFORMATION

Five-Year Limited Warranty

ORDERING INFORMATION

<table>
<thead>
<tr>
<th>CAT. NO.</th>
<th>DESCRIPTION</th>
<th>COLOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>DZR15</td>
<td>Split Duplex Receptacle</td>
<td>White</td>
</tr>
</tbody>
</table>